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Background
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Development of design & FE analyses
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Various FE analyses in engineering fields

Analysis of complex & large structures =~ -+ Model updating & Design optimization

everment, gmmorenater Py perimental-Numerical correlation

Structural Health Monitoring

Smart Grid
Avionics

Oil&Gas
FEmesh

= =E z = S 5::'.-—::—'-'—- B .
= = —

simulation von Mises equivalent strain
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Substructuring & Assembling

Wind turbine tower - Eanale Vehicle manufacturing

Lk

Civil construction

Global structure obtained through assembly of substructures
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Needs for model reduction methods

* Complex structures consisting of diverse parts

 Satisfying the requirements in local & global configuration
* Easy assembly & disassembly of the reduced models

* Frequent design modifications & re-analysis

* Different time consumption for each substructure

Model reduction method with solution reliability
&

Effective substructuring techniques
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Mode based reduction (Component mode synthesis)
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History

Mode based reduction (Component mode synthesis)

Automated Multi-Level Substructuring
Bennighof, 2004

Free-interface CMS using 1% residual flexibility
Rixen, 2004 (DCB method)
Park, 2004 (F-CMS method)

“dual counterpart of CB method”

I I I I
| | | | >

1960 1970 1980 seee 2000

Free-interface & Hybrid CMS
MacNeal, 1971  Craig & Chang, 1976
Goldman, 1969 Rubin, 1975

Fixed-interface CMS (Pioneer)

Craig & Bampton (CB), 1968 | “Simplicity & robustness”
Hurty, 1965

On the model reduction methods with free-interface substructuring for dynamic analysis



History

Mode based reduction (Component mode synthesis)

Enhanced CB / AMLS, HCB method (2015 ~2017)

 CB/AMLS transformation + residual flexibility

* Considerably improved accuracy, inevitably increased computational costs

Algebraic dynamic condensation method Boo et al., (2017)

* Employing algebraic substructuring algorithm (Using METIS adopted in AMLS method)
» Static condensation — mode based interface reduction — dynamic condensation

» Submatrix operations, improving accuracy & computational efficiency of the IRS method

Improvement on the fixed-interface based CMS methods
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History

DOF based reduction

“Fixed-interface based substructuring”

DOF based reduction using substructuring
Cho, 2007

Bouhaddi & Fillod, 1996

Dynamic condensation

O’Callahan, 1989 Firswell, 1995
(IRS / SEREP)  (Iterative IRS)

I I I I I
| | | | | >

1960 1970 1980 1990 2000
Static condensation with parallel processing

Static condensation using flexibility matrix Hsiung & El-Sayed, 1990
Ramsden & Stoker, 1969
Kaufman & Hall, 1968

Sowers, 1978

Static condensation (Pioneer)
Guyan, 1965
Iron, 1965
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History

DOF based reduction
Cho MH et al., (2008)

Sub-domain reduction method in non-matched interface problems
* Two-level condensation scheme + penalty frame method for non-matched subdomains
* Construct interfacial stiffness matrix for coupling the substructures with non-matching mesh

Identification of structural systems Cho MH et al., (2009)
using an iterative, improved method for system reduction

* Two-level condensation scheme + fixed interface substructuring

* Improving computational efficiency of the Iterative IRS (IIRS) method

2010s ~
» Optimization of substructure, dynamic re-analysis, parametric reduced modeling..

Applying fixed-interface substructuring to the DOF based reduction
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Contributions
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Substructuring techniques
Fixed-interface based substructuring (CB, AMLS, ...)

Substructure 1

D Unique set of interface DOFS
WL
\ ] ub
> Substructure 2
5 Wy
J : E’
Global equilibrium equation Substructuring (matrix permutation)
Mu, +Ku, =1, M, M_|i,| | K, K |[u | |f
+ =
M. M, [i,| K| K, [u| |[f

“Primal assembly” of substructures
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Substructuring techniques
Fixed-interface based substructuring

Number of Computation times

Items
substructures [sec]
RS - N/A
32 339.5
Proposed 64 168.6
128 101.9
10° , , , , , , , , ,

g’» @_’7 10°
g § 10°
o o
. — 5 AMLS (N=60) 10
0T —— AMLS (N,=1900) | 10 $E'S“E352i i
& Enhanced AMLS (N =60) X 5 N-sube=124
%% 5 10 15 20 25 00 10 20 0 40 50 60 70 80 90 100
Mode number Mode number
Enhanced CB / AMLS method, (2015). Algebraic dynamic condensation method, (2017).
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Substructuring techniques
Free-interface based substructuring (DCB, F-CMS)

Substructure 1

\ EE I : Lagrange multipliers s
u?
\Nes N H
: T
Local equilibrium equation “Dual assembly” of substructures
N M O0ju) | K Bju| |f
Zb(k) uék) =0 Displacement compatibility 0 Ofp i B" 0|p 1o
k=1
M®i + K®u™ + BYpu=f% Force equilibrium B™“p : interconnecting force
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Substructuring techniques
Free-interface based substructuring

RBE2 Various physical constraints
RBE3 + SDE + 2898

Damage detection for bolted connection a
b
¢ RBE3+ SDE + RBE4
d RBE3+ SDE + NB
e uZp
1 machine bed 4 spindle @
2 machine table 5 slide
3 angle plate 6 column @
\

Fig. 8 FE model of three axes milling machine and adopted

constraint types
Fig. 10. Deformation of a connection with two damaged boles, flange thickness

s = :; : : : 0 e 15 d fi - ioned bol 80 kN. The heal i i i
Figure 7.10: The yaw gearbox measurement setup D 7m 2¢ four pre-tensioned bolts o hedlthy: connection. given. In

Van der Valk, (2010). Blachowski et al. (2016). Brecher et al., (2016).

Dynamic behavior of substructures & Assembly of reduced model

are required

to solve various structural problems !
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Research Issues

¢ Solution reliability of the reduced model by the free-CMS method

* Topic 1. Error estimation method for the DCB method

v Relative eigenvalue error estimation
v" Correction of the approximated eigenvalues
v' Investigation on the performance of DCB method

¢ Solution accuracy of the reduced model by the free-CMS method

* Topic 2. Improving the accuracy of the DCB method

v" Considering the 2"¢ order residual flexibility + Interface reduction
v" Discussion on the solution accuracy and efficiency of the present method

¢ New DOF based reduction method with solution efficiency

* Topic 3. A dynamic condensation method with free-interface based substructuring

v’ Free-interface based substructuring
v" Reduced models in assembly process

On the model reduction methods with free-interface substructuring for dynamic analysis



Research topic I

An error estimation method for dual

Craig-Bampton method
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Introduction
The verification of the solution reliability

Relative eigenvalue errors

E = [ i _ /T. 1 /1i : Exact eigenvalue (unknown)
| ﬂ“i ii : Approximated eigenvalue (Reduced method)

Q. How to get the exact eigenvalues ?

Global eigenvalue problem
Kg ((Pg )i = ﬂ’ng ((Pg )i

Difficult to construct the entire finite element model

Large computational cost
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Introduction
Error estimation methods

bound for automated multi-level substructuring (AMLS) Elssel & Voss, (2006)
For the CB method,

i =

A, : The smallest substructural eigenvalue in the residual parts

A=A

r |

9

accurate error estimator for CB & F-CMS methods

Calculate the enhanced transformation matrix T, Kim et al., (2014, 2015)
T 1 — T 1 —
i = 2((Pp)-|r TOT |:Mg _TKQ :|Tr ((pp)i + ((pp)-lr TrT |:Mg _ng :|Tr ((pp)i

Simplified error estimator for AMLS & CB method  Boo etal., (2015, 2016)

Submatrix level computation & error control by the substructural contribution

For the CB method, 77, = Z A (@,)! Mgk)T Fr(sk)l\A/ng) (0,),

k=1
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Dual Craig-Bampton method

Construct transformation matrix

Substructural dynamic behavior

K(k)((P(k))j ZZ(jk)M(k)((P(k))j , Pk = [R(k) @(k)] , Ak = [G((jk) ®(rk)]

Static solutions (interface, flexibility) + Dynamic solutions (substructure)

ll(k) ~—K® B(k)u+R(k)a(k) _|_®(k)q(k)

|nterface _ .
. “«. Plate 2 s e
~"\,~ = - . 7_-'_ Haeg__ i,- - '_,__

Plate 1 S~ S~ e
~ *\_L-V—-.

Flexibility mode (unit force for 1 interface DOF)
k) (K k) (K) oy (K) (K) oy (K) (k) _gk)* ) A )7 (k)
u” ~-F“B“pn+R%a™ +0}qj FY=K" -0{’AY @}

(l(k)_
Kk I
u( ) . T(k) q(k) T(k) _ R(k) @ék) : —Fl(k)B(k)
m o N R 0 0 | I
1]
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Error estimator for DCB method
1. Second order dynamic residual flexibility

Employing Neumann series expansion

O (AY — M) OX =FX + AR +-.- AFY 4.

FO=0WAY 'O The j-th order residual flexibility matrix

Approximated substructural displacement Original DCB method
(K) ¢y (K)

k) o (KR k) (K) o (K)
u® = FYOBYp - AOFEOB®p + RVa® +0Pq u x-F"BUn+RVa™ +0,q,

E(i) KO —93) Agn*@gf
The 2™ order residual flexibility matrix can be easily calculated by reusing F™®

-2 T K k K K
Fz(k) _ ®(rk)A(rk) @(rk) Fz( ) :Fl( M )Fl( )
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Error estimator for DCB method

2. Improved transformation matrix

Substructural transformation matrices

a
(k)
u ~ ~
{ } ~T®qy |, TV = Tl(k) + l(k)T;k) Additional transformation matrix
u — — —
n

(k) ]

(k) (k) | (k) (k) | (k) (k)
1 0 0 | I e 00 0

Global transformation matrices

T=T +T,

R | 0 0'Y o
le ®d : 1 s Ta: : ? ’ le . 9 ‘PZZ
0 0 ! I 0 0! 0 ) )
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Error estimator for DCB method
3. Formulation of error estimator

Relative eigenvalue error

li : Exact eigenvalue (unknown)

i i_/Ti_ -
& = _;ti 1 1

: Approximated eigenvalue (DCB method)

Global eigenvalue problem

@) =T, = (T, + 4T, @)K, (@, = (@0,)] M, (@,),

— <M 0 — oK B T — 7T —Twxa—
M=1, 0 OTla K=T, B’ OTl, 0, Ko, =4, ¢; Mo, =1

Error estimator for the i™" approximated eigenvalue with global matrix computation

%_1 =T, 77i — @T [221_1’11TMgTa _2T1TKgTa +;I_12T;M9Ta _ZT;KQTEI]@

On the model reduction methods with free-interface substructuring for dynamic analysis



Error estimator for DCB method
3. Formulation of error estimator

Decomposition of approximated eigenvector

e _ ~— _ | 9| Substructural part
R ———

?,

Lagrange multiplier part

Error estimator for the i™ approximated eigenvalue with substructural independence

NS

— T L s T —
=3 [ =A@ B R, + 7 (@, B FBY g ),

k=1

" . : . s :
ZB(k)TF3(k)B(k) _ ZB(k)TFl(k)M(k)Fz(k)B(k) Higher order residual flexibility matrices

k=l k=l k) _ @) A KTk’
FJ. =0,"A)" O,

N, N,
B FOR® = S RO MO RO R® . .
kzz:‘ * kzzl: ? ? Simply calculated by reusing F & F
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Numerical examples
Hyperboloid shell problem

Total DOFs = 4830 = Retain modes = 54 (26+14+14)

Reduced system size= 387 (8 %)

2 102 T T T T T T
. H
Q 3
H/2 10°
v 5
)
Z 8 107
A :
>
o
X Y 2
)
(0]
2 10
]
(0]
(n'd
10°®
—— Exact
—¥— Estimated(Elssel & Voss)
—— Estimated(Present)
10_8 1 1 1 1 1 1
0 5 10 15 20 25 30

Mode number
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Numerical examples

Hyperboloid shell problem

Eigenvalue correction

Z
n;+1

A=

(k)
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Modal assurance criterion (MAC)

172}
‘@
2

]

=

]
=

£

]

=

L)
=

S
S

=]
=

St

-
N

15}

-

ot
N

7]
=

-

7]

5]

(5]
S

S

<%}
~—

=
T

[P}

[P}
B
-
=

=

[72]
=

=)
=
N

[P)

=

=
=)
ﬁ

&

=
=

[P}

P
)
=

=)

=

D
=
=)

=
=)



Closure

1. An error estimation method is proposed for the DCB method.

2. Simplified formulation is well defined by using the substructural matrix computations
3. The relative eigenvalue error 1s accurately estimated by the present method.

4. The estimated error can be used to correct the approximated eigenvalues.

5. The error estimation of the approximated eigenvector also need to be investigated.

6. The approximated eigenpair (eigenvalue & vector) by the DCB method need to be

improved.
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Research topic 11
Improving the accuracy of the dual

Craig-Bampton method

Kim JH, Kim J, Lee PS., Computers & Structures, 191, 22-32, Oct 2017.
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Introduction
The dual Craig-Bampton (DCB) method

Weak compatibilities between neighboring substructures
u(k) ~ _Fl(k)B(k)ll + R(k)a(k) + @ék)q((jk)

Dual Craig-Bampton with enrichment to avoid spurious modes Rixen, (2009)

In the insufficient reduction basis condition,

Negative eigenvalues in low frequency range, “Spurious Mode”

Need to improve the accuracy of the reduced model (eigenvalues & eigenvectors)

Maintain the substructural independence of the original DCB method
Minimize the additional computation costs

Avoid the increment of reduction size

On the model reduction methods with free-interface substructuring for dynamic analysis



Improved DCB method

1. Second order dynamic residual flexibility

Approximated substructural displacement Original DCB method
F(k)B(k)ll ZF(k)B(k)u+R(k) (k)+®(k)qgk) u F(k)B(k)u+R(k) (k)+®(k)q(k)

Fl(i) KO’ —G)fj) Ag)*@gf
The 2" order residual flexibility matrix can be easily calculated by reusing F*

) T
F2(k) — ®(rk) A(rk) (—)(rk) Fz(k) = Fl(k)M(k)Fl(k) Computational cost efficiency

2. Construct transformation matrix

Define the additional generalized coordinates
(k) ]

a
(k) o (k) K ! popk ek (k)
h }“Tz(k’uék’ Tz(“{Ro O I T i T
9 | 2 u 9
v Badly scaled matrix
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Improved DCB method

2. Construct transformation matrix

Normalization of 2"? order residual flexibility matrix term (L.2-norm)
H{éék)}le 0
Ak
00,

k) _ @k K™ k) _
0 =0,"G" | G" =

0 60}

2_

Substructural transformation matrix
R® G)ék) | —Fl(k)B(") @gk)}

T = |
0 0 I 0

On the model reduction methods with free-interface substructuring for dynamic analysis



Improved DCB method

3. Rayleigh-Ritz procedure

Substructural reduced system matrices s
. (k) - kK p® (k)
L R U S I A
0 o ° BY 0 ’ n
LV
4. Improved reduced system matrices S
a
(1)
i Myl R K qf*
i o = _ o ) N,
2 = MM MM |, 2T KW IR |, 2T o N,
- . T T T T ;_S _______Sﬁl_ ____________S___ _;Sﬁ_ N )
) (N M N | (
_Mﬂs M#S : Mﬂﬂ i _K#S K#S : K#ﬂ | Slg__
Simple assemblage of substructural reduced matrices - N
R
iﬁ(k) MO+ + MW K NZ KO =K 4.+ K
k=1 k=1
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Improved DCB method

5. Interface reduction

Reduced eigenvalue problem

Kz(@)i — ZM2($)| , izla“‘a N2

Calculate the eigenvectors up to the N,-th mode

o=@, @, - @]

6. Resultant reduced system matrices

N

Mz = ETI\_@E) , K, = ETK@ Same size with the original DCB method

On the model reduction methods with free-interface substructuring for dynamic analysis



v

Substructure 1

v

Substructure 2

v

Substructure N

Construct Construct Construct
M(l), K(l), B(l) M(Z)’ K(2), B(2) M(Ns), K(Ns)’ B(Ns)

Calculate the substructural
eigenvalue problem

Calculate the substructural
eigenvalue problem

Calculate the substructural
eigenvalue problem

Reduction procedure

Sort Calculate Calculate
O] (1) (2) (2) (Ns) (Ns)
RY, O R”, O R™, O,
Calculate Calculate Calculate
@ 1) (2) w2 (Ns) (Ns)
| D O F°, K F™, K
Generate transformation Generate transformation Generate transformation
matrix Tz(l) matrix Tz(z) matrix Tz(NS)

Calculate substructural
reduced system matrices

MO KD
Mz > Kz

Calculate substructural
reduced system matrices

MO K©?
M2 > K2

Calculate substructural
reduced system matrices

M (Ns) §& (Ns)
M2 4 K2

v

Assemble the reduced system matrices

M2’ I(2

L 2

Conduct interface reduction by using

A

T,

L 2

Solve the newly constructed reduced model

MZ’ K2

End

* Without global matrix operations
* Substructural independence

* Efficient substructural operations
* Improved accuracy

* Non-matching mesh condition

On the model reduction methods with free-interface substructuring for dynamic analysis




2 %)

Reduced system size= 243 (1

des = 33 (15+9+9)

1mn mo

Numerical examples

th ailerons problem

ing wi

21098 = Reta

NACA 2415 w
Total DOFs

anjea
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Numerical examples

NACA 2415 wing with ailerons problem
Total DOFs = 21098 = Retain modes = 33 (15+9+9)

Inverse calculation (physically fixed substructure 1)

Reduced system size= 243 (1.2 %)

Pseudo-inverse calculation (free boundary)

Computation times

Computation times

Methods  Items Methods  Items
[sec] Ratio[%] [sec] Ratio[%]
DCB Substructural eigenvalue problem 9.44 11.97 DCB Substructural eigenvalue problem 9.12 0.34
Ist order residual flexibility matrices 66.80 84.75 Ist order residual flexibility matrices 2698.08 99.58
Reduced system matrices 2.59 3.28 Reduced system matrices 2.27 0.08
Total 78.83 100.00 Total 2709.47  100.00
Improved  Substructural eigenvalue problem 9.44 11.97 Improved  Substructural eigenvalue problem 9.12 0.34
DCB 1st order residual flexibility matrices ~ 66.80 g475  DCB 1st order residual flexibility matrices ~ 2698.08  99.58
2nd order residual flexibility matrices 108.03 137.04 2nd order residual flexibility matrices 104.42 3.85
Reduced system matrices 5.18 6.57 Reduced system matrices 4.51 0.17
Subtotal 189.45 240.33 Subtotal 2816.13 103.94
Interface reduction 0.99 1.25 Interface reduction 0.70 0.03
Total 190.44 241.58 Total 2816.83 103.97
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Closure

1. A new CMS method 1s proposed by improving the DCB method.

2. The accuracy of reduced models is remarkably improved without increasing reduced
matrix size.

3. Negative eigenvalues are avoided in lower modes.

4. An attractive solution for the applications of the DCB method.

5. Pseudo-inverse calculation has very large computational costs (inv. VS. p-inv.).

6. Parallel computation algorithm for the present method will be valuable.
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Research topic 111
A dynamic condensation method with

free-interface based substructuring
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Introduction
Dynamic condensation method + Free-interface substructuring

Dynamic condensation method

No need to solve the substructural eigenvalue problems
Good accuracy
Preserve the important physical information related to the selected DOFs

Expansion of measured DOFs for the FE model validation, health monitoring, etc.

Free-interface substructuring

No need to construct assembled FE model
Independent FE model of substructure

Fully-decoupled substructural model reduction
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Free-interface based Dynamic Condensation method
1. Construct transformation matrix

Eigenvalue problem for each substructure
(k) ) [ 0 (k) (k)
K : B us 200 M Of|u
B 0 | p 0 O p

Substructural master & slave DOFs (matrix permutation)

1K) (k) () [ gk LA k) (k) Al O]
K% K% BY|ul MO MY 0| ul
(k) (k) (k) (k) | —_ (k) (k) (k) (k)

K% KO BY|g® |=29MY MY 0 u
T T

_ng> BY 0 | p 0 0 O p

Substructural Slave displacement vector with invoking harmonic response
) =—(KE = 2OME) (K - 2OME ) + B
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Free-interface based Dynamic Condensation method

1. Construct transformation matrix

Approximated slave DOFs

llgk) (k) [t(k)+;t(k)®(k)] (k)+(t(k)+ﬂ(k)®(k))u

t(k) (K(k)) IK(k) @(k) :(K(k)) (M(k) +M(k)t(k))
(k) (-1 k) (k) _ (k)1 k)4.(k)
(9 = (KO 'BY 0 =(KY) MYt

Approximated substructural displacement vector

O [0 ]

Us Us (k) (k) .
f:) ~| u® _T(k) u, /I(k)T(k) u Substructural Guyan & IRS tr‘ansformatlon
n m H n Unknown substructural eigenvalue

[ (K k)] " (K k)]
tg ) til) @g ) @L)
k k k
Y= 0] T =0 0
0 I, 0 0
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Free-interface based Dynamic Condensation method

1. Construct transformation matrix

Guyan reduced substructural matrices (static condensation)
(k) (k) (k) ) R
K| " = 20| " | i M =10 | M Ve g e KB g
n n o o0,
Unknown substructural eigenvalue

(k) (k) (k) (k)
I(k) u, _ H(k) u, H(k) _ (M(k))—li(k) H(k) _ Hmm Hm
n M ) 0 0 > H(k) H(k)

my i

Substructural transformation matrix

o
u, A .
(k) K k) k) (k)
u® | =T® U T = AT ¥ AW = tik) P = t,
" 1] 0 Iﬂ I 0

(9 ¢ 4+ @PHY + @VHY) | 19 =1 L @VHY + @HY)
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Free-interface based Dynamic Condensation method

2. Reduced substructural matrices

IRS reduced substructural matrices (dynamic condensation)

(k) (k) (k)
M® =T1<k)T M 0 T K =T1<k>T Kk ; B T®
0 0 ’ B 0

3. Resultant reduced system matrices

Mu, +Ku, =f,
~a (D) | xa () 7gt) 3 () ]
M, 0 | Mmﬂ K. 0 | Kmﬂ u.
! : I : .
— I — | . .
M: _ I K: _ I u, =
(N;) (N;) (Ng) 1 37(Ny) 1 N,
b Moy | My, | v K an_4_lfm&_ ’ up
MO MO TM"' KO K 1K ——--
| ST um pm o pt | | T hm 7 | L

Simple assemblage of substructural reduced matrices

N N
_(k) M D M (Ns) K K _h ... KWNs)
kz M) =M+ +M kZK =K +--+K{

/TR
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Reduction procedure

v v v
Substructure 1 Substructure 2 XX Substructure N,
Construct Construct Construct
M(l), K(l)’ B® M(2)’ K(2)’ B® M(N'), K(M)’ B(N‘)
v v v
Select Select Select
master and slave DOFs master and slave DOFs master and slave DOFs
v v v
';?gl)cu’llag %azl)curlia}(t% gfil)curlflfg.)
D »*a ' Ta * Ta
v v v
Calculate Calculate Calculate
HY = ﬁgr’ﬁg) HY =ﬁ52r1§((}2) H =_‘”""Kf,""
v v v

Calculate substructural
reduced system matrices

MY, K

Calculate substructural
reduced system matrices

MP, K

Calculate substructural
reduced system matrices

1\_11("’), KWN)
]

v

Assemble the reduced system matrices

M, K

v

Solve the newly constructed reduced model

End

Without global matrix operations
Without substructural eigenvalue prob.
Substructural independence

Efficient substructural operations
Non-matching mesh condition

Master DOF's distribution
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Numerical examples

Bended pipe problem
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Numerical examples

Bended pipe problem

Non-matching mesh Case : Total DOFs = 14300 - Retain modes = 1215 (8.4 %)
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Numerical examples

ine problem (600kW wind turbine, rotor diameter = 39.76m)

Total DOFs = 94906 - Reduced DOFs = 2287 (2.4 %)
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Numerical examples

Wind turbine problem
Total DOFs = 94906 - Reduced DOFs = 2287 (2.4 %)

(a)

100 T T T T T

Blade-3(€2,)

Blade-2(Q,) o Hub(Q,)

Relative eigenvalue error

Blade-1(Q,)

—f+— Present method

10_10 I I I I I
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Numerical examples

Wind turbine problem
Total DOFs = 94906 - Reduced DOFs = 2287 (2.4 %)

Computation times
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Numerical examples

Cable-stayed bridge problem

node solid elements

Cable : 4 3D 2-node truss elements

Substructure
Total DOFs = 6878

Girder : 504 8-node shell elements

Tower : 50 3D 27-

Global structure

6 substructures assembly model

Total DOFs = 42293
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Numerical examples

Cable-stayed bridge problem

Total DOFs = 42293 - Reduced DOFs = 3555 (8.4 %)
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Numerical examples
Cable-stayed bridge problem

Total DOFs = 42293 - Reduced DOFs = 3555 (8.4 %)

104
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Method Items

W@%%JE‘EB&E
[sec] Ratio [%] e ijﬁa ’
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10712
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Relative eigenvalue error
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Substructural reduction (Guyan) 118.12 14.29

Present
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Numerical examples
Cable-stayed bridge problem

Total DOFs = 42293 - Reduced DOFs = 3555 (8.4 %)

0

200

Sparsity pattern of reduced matrix
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Closure

1. A new dynamic condensation method is proposed by using free-interface substructuring
2. The reduction procedure can be performed independently for each substructure

3. Obtain the reduced model for each assembly stage without re-analysis

4. Compared to the CMS method, the size of the reduced model is large.

5. Need to develop the interface reduction techniques for the present method

6. Parallel computation algorithm for the present method will be valuable
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Future Works
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Future works

¢ Solution reliability of the model reduction methods

* Topic 1. Error estimation method for the DCB method

v" Error estimation for eigenpair (eigenvalue & eigenvector)
v More efficient computation for higher-order residual flexibilities

** Model reduction methods with free-interface substructuring
* Topic 2. Improving the accuracy of the DCB method

* Topic 3. A dynamic condensation method with free-interface based substructuring

v" Optimized parallel computation algorithm for the present methods
v" Application studies for various dynamic analyses

(Model updating, Multi-physics, etc.)
v" Hybrid model reduction method (CMS + DOF reduction)
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Pros and cons
¢ Improved DCB method

* Relatively small size of reduced model (Rigid body modes + dominant modes)

* Validation & correlation with the experimental modal analysis
" Global damage detection
Generalized coordinates

Solution accuracy disturbance (pseudo-inverse computation), Computational costs

“* Model reduction methods with free-interface substructuring
* Physical coordinates
* Sensor positioning, measured DOFs
* Local damage detection

Master DOFs selection (quantity and distribution)

Relatively large size of reduced model (selection of master DOFs)
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Hybrid model reduction method

Cable-stayed bridge problem

Total DOFs = 42293 - Reduced DOFs = 2069 (4.9 %)
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